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Fixing Dukkaboard Original-Panels at joist level

To fit Dukkaboard at joist level, flooring grade plywood, a minimum of 18mm thick 
must be laid between joists, flush with the joist tops.  This must be fixed to battens 
that are screwed securely to the sides of the joists.

www.dukkaboard.com Document Number DTI-2007 / Version Number 1.01

1. �Infill battens must be securely fixed to the joists, 
down the same amount as the thickness as the infill 
wood.

4. �Ensure that the new floor is flat and level, all floor 
material is screwed down securely, clean, and free 
from any loose materials.

2. �Pro Tip – For the extra strengthening of battens 
consider also using wood glue.

5. �Starting in a corner of the room, place the first sheet 
of Dukkaboard Original-Panel in position.

3. �All plywood infill pieces must be fixed to the battens.   
Pro Tip – Mark the location of pipes and wires on 
joists before fixing plywood inlays.

6. �Dukkaboard must be fixed using screws and washers 
at 300mm centres.  Fit screws and washers in the 
centre of the panel first.
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When fixing Dukkaboard to timber flooring using screws and washers, use a minimum of 10mm thick 
Dukkaboard and fixings of sufficient length to allow a minimum of 20mm penetration into the wooden 
substrate.  Allow for the thickness of Dukkaboard used.

For technical information, support and more installation guides and videos from the 
expert team at Dukkaboard, visit www.dukkaboard.com/the-knowledge-network

7. �Pro Tip – Be aware of the location of pipes and wires, 
and avoid when fixing. Drive screws in firmly to ensure 
that the washer is flush with the panel surface. Do not 
overtighten. 

10. ��Continue fitting Dukkaboard Original-Panels to the 
remainder of the floor.

8. �Dukkaboard must be laid in brick bond pattern, 
with staggered joints. Pro Tip - For this method, 
you can use Dukkaboard offcuts to help creating a 
brick bond pattern - however, as a guide, do not use 
Dukkaboard offcuts smaller than 200x200mm.  

11. �Once floor is complete, reinforce with jointing tape 
- dry area tiling application only. N.B In wet areas, 
tape all joints with Dukkaboard Waterproof Tape or 
use the Aqua77 Tanking system.

9. �Pro Tip - Washers can be shared across panel edges. 12. ���Ensure all joints are reinforced.


